
CONTRACT C REQUIREMENTS

  PRON:  M141A576M1 AMC:  1 AMSC:   G ATC:  LAB4D

  TDPL:   12308890-4:19207 TDPL DATE:  03/16/2004

  NSN:  6130014664143 NOMENCLATURE :  CIRCUIT CARD ASSEMBLY,POWER SUPPLY

  ENGINEERING EXCEPTIONS:  The Following Engineering Exceptions Apply To This Procurement Action(s):

  
    Any product drawing without distribution statement shall be A.
  
    TDPL:
     DOCUMENT          ADD          DELETE           SUBSTITUTE
     MIL-R-39008        -              X             MIL-PRF-39017
     MIL-R-39008/1      -              X             MIL-PRF-39017/1
     MIL-R-39008/5      -              X             MIL-PRF-39017/6
     ISO-9000           -              X                  -
     QQ-A-200/4         -              X             SAE-QQ-A-200/4
     QQ-A-200/5         -              X             SAE-QQ-A-200/5
     MIL-STD-45662      -              X             ISO-10012-1,
                                                    ANSI/NCSL Z540-1
     MIL-STD-2000       -              X             MIL-HDBK-454
Continued Next Page

GFM/GFE : DRAWING NO.

                                                                                                  0

  MYLARS REQUIRED (Check One): X___________________ YES ___________________ NO

 CERTIFICATION SIGNATURE(s) /  CONCURRENCE :

  ENG    LARRY B PATRICK          LARRY B PATRICK 04/02/2004 CLOSE COMBAT_________________________ __________________________ _____________ __________________ ___________________

       Type/Print Name      Signature                        Date          Office Symbol     DSN Telephone

  LCSE             _________________________ __________________________ _____________ __________________ ___________________
       Type/Print Name      Signature                        Date          Office Symbol     DSN Telephone

  PKG             _________________________ __________________________ _____________ __________________ ___________________
       Type/Print Name      Signature                        Date          Office Symbol     DSN Telephone

  PKG-REV    _________________________ _____________ __________________ ___________________
       Type/Print Name                        Date          Office Symbol     DSN Telephone

  PAD             _________________________ __________________________ _____________ __________________ ___________________
       Type/Print Name      Signature                        Date          Office Symbol     DSN Telephone
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CONTRACT C REQUIREMENTS

  ENGINEERING EXCEPTION TEXT (CONTINUED):
    MIL-S-13949/4      -              X             LPC-4101A
    MIL-C-5541         X              -                  -
 
  In drawing 12308889, change note 2 to be read as follows:
  2. Material: Plastic Sheet, Type
  Base Material:  a. Reinforcement Material:  E-glass, woven. b. Resin
  System: Epoxy, flame resistant. c. Natural color of resin system.
  Base Material Thickness:  0.0620 +/-0.0075 (not include the thickness of
  any metal cladding).
  Metal Cladding:  Copper, electrodeposited (IPC-4562, grade 1)
  Grade of Pits and Dents: Total point count shall be less than 30 for any
  12 x 12 inch area.
  Max variation for the permissible bow and twist = 0.5%.
  Use an as-received panel as the test specimen.  The bow and twist shall be
  measured in accordance with IPC-TM-650, method 2.4.22.
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